Accessing Setup: 


From any | 
screen 


SETUP 


Select 


ENTER 


From Setup you can set: 


Initialize 

NAV Screens 
Coord System 
Map Datum 
Elev Mode 
Time Format 
NAV Units — 
North Ref 


Light Timer 


Beeper 
Personalize 
Clear Memory 
NMEA 


Baud Rate 
Simulate 


Off, On 


Primary, Secondary 


Primary, Secondary 
3D, 2D | 
Local 24HR, Local AM/PM, UTC 


-Miles/MPH, NM/Knots, KM/KPH 


°True, “Magnetic, Mils True, 
Mils Mag 


Always On, 15, 30 seconds, 
1,2, 4 minutes 


Off, Keys Only, Alarm Only, 
Keys/Alarm 


Off, On 


Track Hist, WPT/Routes, 
Back WPTs, Routes, Reset Dfalt, 
All 


Off, V1.5 APA, V1.5 XTE, 
V2.1GSA 


1200, 4800, 9600, 19200 baud 
Off, Auto, User 


r= 


Selecting Sun/Moon: 


GPS 315/GPS 320 


Reference Card 


Setting Contrast: 


From any MENU Select Adjust 
screen C 


Contrast 


Selecting Primary Usage: 
From any Select Select 
NAV screen 


S\iaig Follow steps 
to initialize 


From an _velect ene 
NAV screen MENU SUN/MOON : 
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